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TOTAL DEPTH

WELL ELEVATION
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LOCATION 2000 ' FT. FROMg(S) LINE, 2000 ' FT FROM (E) g) LINE. NW SE 1/4 - 1/4 SEC

TWP RGE. SEC OPERATOR TWP RGE SEC. OPERATOR

418 2W 34 ROCKYMOUNTAIN



THOMAS E. WOLTER & ASSOCIATES, INC.
PETROLEUMCONSULTAMMTS

June 3, 1982

United States Geological Survey
Oil & Gas Division
1745 W. 1700 South, Room 2000
Salt Lake City, UT 84104
ATTN: Mr. Ed Guynn

RE: Rocky Mountain Exploration Company
Federal 1-34
NWSESec. 34 T41S, R2W
Kane County, Utah

Gentlemen:

Enclosed please find Rocky Mountain Exploration's Application for Permit
to Drill the subject well, along with it's appropriate plans, as follows:

1) Form 9-331, Application for Permit to Drill, submitted
in Triplicate.

2) Drilling Prognosis.

3) 10 Point Program complete with exhibits.

4) 13 Point Program complete with exhibits.

If any additional information is required to expedite the enclosed application,
please advise. Your timely response to this application would be greatly
appreciated.

TEW:cc
Enclosure
cc: RMEC

ate of Utah DIVISIONOF
OiL,GAS&MINING



Form 9•881C SUBMIT IN Ÿ **LICATE* Form approved.
(May 1963) (Other insta ans on Budget Bureau No. 42-R1425.

UNITED STATES reversene

DEPARTMENT OF THE INTERIOR J. LEASE DESIGNATION AND SERIÄL NO.

GEOLOGICAL SURVEY U-40146

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

18. TYPE OF WORK
N/A

DRILL DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPE or wsLL
Ñ A

°w'L,L GWABLL
OTHER

NNELE 3OUNETH LE 6. M OR MM

2. NAME Or OPERAToa Federal
Rocky Mountain Exploration Company $()\-365- 2 Û. WELI, NO.

3. ADDRESS OF OPERATOR 1-34 (Ag
115 South Main Street, Suite 420 io. FIELD AND POOL, OR WILDCAT

4. AracArrfoNœOFF"eËeaÎ°'l Saion clearly and in accordan:e with any tate requirements.*) Wil dcat
11. sac., T., a., M., on aLE.

Section 34 T41S R2W, Kane Ccunty, Utah-2000' FEL & AND SURVEY OR ABEA

AtS ropeosed prod. zone 2000' FSL. Spi Sec. 34 T41S R2W

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN GR POST OFFICE 12. COUNTY OR PARISH 13. STATE

341 miles east of Kanab, Utah Kane County Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OB LEABE LINE, FT 2000 ' i - 40 acres
(Also to nearest drlg. unit line, if any) CU acreS

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPUU FOR, ON Tms LEABB, Fr. N/A 4,750 Rotary

i i -

21. ELEVATIONs (Show whether DF, RT, GR. etc.) 22. APPROz. DATE WORK WILL START*

5355' ground level Jul y 1,1982
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIEE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITYOF CEMENT

24" 16" .5" W.T. 50' cementto surface
121" 9-5/8" 36#|ft. 950' Cement to surface

8-3/4" 51" 17#|ft. 4750' To be determined

APPROVEDBYTHESTATE
OF UTAH DIVIS ON OF
OIL, GAS, AN I G

DATE:
BY:

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

eventner g n

Vice PreS./Exploration ,,,,
6-3-82

(This space for Federal or State oflice use)

PPPMITNO APPROVAT D4TP

APPROVEDBY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY :

*SeeInstructionsOn Reverse



EXHIBIT I
Ec N

R. 2. W-

" '' <PRE 350 E. • ¾3f.6
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- 34

I

I
l I
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I I
Scale·· \" = 1000'

Powers Elevation of Denver, Colorado
hos in accordance with a request from Tony COMMtMAG
IOr

~Roce Moeum,a E.wewsou CowAny

determined the location of k'Ama Teoem *l

to be zooo' ra. 4 zooo' eu. 4 Section 34 Township 4 I Soona
Range 2 Wew -t¢,.e Geer Lue_ Meridian

Kas county, Uma

I hereby certify that this plot is on
accurate representation of a correct
survey showing the location of

Date: MM is, 1982. /4
Licensed Land Surveyor No. 271\
Stote of



DRILLING PROGNOSIS

Rocky Mountain Exploration Company
Federal 1-34

Sec. 34 T41S R2W
Kane County, Utah

I. Location

NWSE Sec. 34 'T41S R2W, Kane County, Utah
2000' FEL & 2000' FSL
Ground Elevation 5355' ungraded

II. General Information

The primary objective will be the Queantoweapand Redwall formations. The top
of the objective will be approximately 1460' and 2693' respectively. Normal to
subnormal pressures are anticipated throughout the well, loss circulation
will be a problem.

III. Drilling Prognosis

Pre-Spud

1. Prepare location.

2. Drill conductor hold and set 16" conductor pipe at ±50'.

3. Drill rat hole, mouse hole, and sanitation holes with rat hole digger
prior to moving in drilling rig.

4. Move in and rig up drilling rig.

5. Mix spud mud 8 hours prior to spudding.

6. Notify state, BLM, and USGS prior to spudding.

Surface Hole

1. Drill a 12¼" hole to ±950' KB. through Hermit FM.

a) BHA - 121" bit, near bit reamer, stabilizer, short drill collar,
3 pt. string reamer, 1 drill collar, IBS, drill collars, x-over, and
drill pipe.

b) Survey surface hole every 60'.

c) Advise immediately if deviation is over 2°.

2. Strap out of hole prior to running casing.

3. Run and cement 9-5/8" casing as per cementing recommendation.



a) Run and cement pedal basket at ±50'.

b) Hold casing in ful' tension for 8 hrs. while WOCor until
firm in 9-5/8" X 16" annulus.

5. Cut off 9-5/8" casing and install slip-on weld casing head.

6. Nipple up and test 11" - 5000 psi blowout preventor.

8-3/4" Hole

1. Test 9-5/8" casing with 000 psi.

2. Drill float eqüpment and 10' of formation with 8-3/4" bit.

3. Test shoe to 10.8#/gal. nud equivalent.

4. Drill sufficent new hole to bury BHA. P.U. BHA.

5. BHA: 8-3/4" bit, shock sub, 2 DC, 6 pt. reamer, 1 DC, 3 pt. reamer,
DC, drilling jars, 3 DC.

6. Survey every 100 feet.

7. Mud loggers to be on location after drilling out below surface.

8. Strap out of hole prior o logging.

9. Run 52" casing or P&Aas per Drilling Engineer's instructions.

NOTES:

1. Gauge stabilizers and bi on all bit trips.

2. Have derrick man check mud weight and viscosity every 15 minutes
and record on geolograph.

3. Keep two pipe books on all tubulars.

4. Use wear bushings while drilling.

5. Inspect BHAeach 200 rotating hours.

6. Notify proper officals on all BOP



IV. Mud Program

See attached recommedation.

V. Mud Logging

Dave Allin to furnish requirements.

VI. Evaluating Program

Open-hole logs as follows:

Run #1: 950' - TD DIL - Sonic
CNL - FDC

Final evaluation program to be determined by Mr. Dave Allin.

VII. Casing Program

Conductor

16" -
.500" wall thickness set at 50'.

Surface Casing

0 - 950', 9-5/8", 35#/ft., K-55 ST&C.

Design Factors: Collapse 1.73, Burst 2.35, Tension 4.38.
Design Factor for burst based on 1500 SISP and 9.0 ppg.
equivalent outside.

Production Casing

0 - 4750', 51" 17#/ft. J-55 LT&C8rd

VIII. Cementing Program (specific recommendations will be provided)

Procedure for 9-5/8" Surface Casing

1. Land casing and circulate one cycle.

2. Cement volumes to be based on 100% excess.

3. Run pedal basket on 9-5/8" casing inside 16" conductor pipe.

4. Run centralizers every 100 feet with two on shoe



5. Run pilot test on water and recommeded cement to determine
pumping time and compressive strengths.

Procedure for 51" Production Casing

1. Land casing and circulate bottoms up.

2. Consult drilling engineer after logging to determine cement
volumes.

3. Scratches and centralizers to be determined after logging.

4. Pilot tests to be run prior to cementing, as above.

IX. BOP Equipment

Use 11" - 5000 psi blind and pipe rams with 3,000 psi Hydril.
All lines, manifold and choke to be tested to 5000 psi. Choke
to be operational prior to drilling out from surface.

BOP to be tested after nippling up and every week thereafter.
Actuate rams on all trips. Safety drills should be held
periodically to insume all men understand their responsibilities.

X. Completion

A completion prognosis will be furnished based on evaluation of
well logs.

XI. Personnel

Thomas E. Wolter (Consultant) (801) 531-0632 (office)
" (801) 363-1462 (home)

David Allin (801) 355-2380 (office)
" (801) 943-4126 (home)

Tony Cummings (801) 355-2380 (office)
" (801) 363-3735



Rocky Mountain Exploration Company
Federal 1-34

Sec. 34 T41S R2W
Kane County, Utah

1. Geological name of the surface formation: Moenkopi

2. Estimated tops of geological markers:

See Attachment I.

3. Estimated depths anticipated ta encounter water, oil, gas or other mineral bear-

ing formations: Moenkopi - water Surface
Kaibab - water 291'

Queantoweap -- oil 1460'

Redwall - o 1 2693'
McCracken- o 1 3502'

Muav - oil 3607'

4. Casing program: See Item 23, Form 9-331





8. Testing Program: No cores are anticipated. Several drill stem tests will be

run if necessary. Open hole logs will be DLL, Den-Neutron, BHCS.

9. Hazards: No abnormal pressures, temperatures, or poison gases are expected

to be encountered.

10. The starting date is approximately July 1, 1982 depending

on rig availability and should take 60 days to complete.

I hereby certify that I, or persons under my direct supervision, have inspected the
proposed drill site and access route; that I am familiar with the conditions which

presently exist; that the statements made in this plan are, to the best of my know-

ledge, true and correct; and, that the work associated with the operations proposed

herein will be performed by Rocky Mountain Exploration Company ,

and its contractors and subcontractors in conformity with this plan and the terms
and conditions under which it is approved.

Date

Name DAVIDALLIN

Vice President/Exploration
Title

Rocky Mountain Exploration Company



ATTACHMENTI

ROCKY lVIOUNTAIN EXPLORATION COMPANY

420 PRUDENTIAI, FEDERAla SAVINGS III,l>G.

115SOUTII MAIN

SALT LAKECITY.UTAflA4111

801355-2380

Rocky Mountain Exploration Company 1-34 Kaibab Federal
NW/4SE/4 Sec. 34, T.41S., R.2W.

Kane CountY, Utah
Est. Elevation 5365' A.M.S. Ground

TABLE OF P107ECI'ED TOPS

Dominant True Dip Corrected Predicted

System Unit Lithology Type Thickness Thickness Top

Tr Moenkopi Siltstone, Thin limes 290 291 Surface

P Kaibab Dolomite 117 117 291
P White Rim Sandstone 140 140 408
P Toroweap Dolomite, Anhydrite, 365 366 548

Sandstone
P Hermit Siltstone 545 546 914
P Queantoweap Sandstone 918 919 1460

3P Callville & Sandstone , Limestone, 314 314 2379
Molas Shale

M- Redwall Limestone 733 734 2693
D Elbert Dolomite 75 75 3427
D McCracken Sandstone 105 105 3502
E Muav Linestone 1120 1122 3607
E Bright Angel Siltstone 322 323 4729

Minimum test required by Union Taxas Petroleum to earn rights to U-40146 is
300' into the Muav. Proposed A.F.E. depth will be 4,750 to Bright Angel.

The anticipated zones of lost circulation are the Kaibab to cavernous
porosity, Toroweap to leached evaporite zones and Redwall to cavernous porosity.
Surface casing should be landed in the top of the Hermit below
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1 3 P 0 I ÑT SURF A CE USE P L1(N

Rocky Mountain Exploration Company
Federal 1-34

Sec. 34 T41S R2W
Kane County, Utah

1. Existing Roads

a. Propo_sed Wellsite Location: As surveyed by Powers Elevation located

2000' FEL and 2000' FSL, Section 34, T41S, R2W, SLM, Kane County, Utah.

See Exhibit I

b. Planned Access Route:

From Kanab, _Utah go approximately 32 miles east on the Paria Road (HW259).

Take left hand fork onto dirt road 21 miles to location. Location will be

on right hand side of road.

c. Access Road Labeled:

See Exhibit II: Red -_Existinq Road

Blue - New access road to be constructed.

d. If exploratory well, all existing roads within 3 miles:

See Exhibit



use vtan .

1. e_. If development well, all existing_.road 1 a one mile radius of well-

site: N/A

f. Plans for improvement 3nd/or maintenance of existing roads:
The existing roads will require minor improvements. However, these roads
along with the new access road may require periodic grading to return
the raod surface to a coarse section necessary for proper drainage.

2. Planned Access Route
Route Location: The planned new access route was selected to provide the
shortest distance to the wellsite with acceptable grades from the main
connecter road. The new access road will be approximately 300' from
existing improved road. A temporary access will be built initially; if

the well is productive, the temporary ro d|rill be improved as follows:

(1) Width: the average dirt width will be 20 feet. The average traveled
surface width will be 20 feet. Road construction will be in

accordance with typ cal roadways requested by the US Bureau of
Land Management.

(2) Maximum Grades: The maximum grade allowed will be 5°.

(3) Turnouts: Not required.

(4) Drainage Design: Prior to cEs uÃio h n c the brush

and topsoil will be windrowed to each side of the alignment

outside construction limits. The subgrade surface will be a
minimum elevation of one foot above ditch grade. The road

surface will be center crowned and the inslopes will have a
maximum slope of 3:Ï and filÏ slopes will be a maximum of



Use Plan

3. Location of Existing Wells

The proposed well is an exploration _WS her are no known wells (water,
abandoned, temporarily aban 101 disposp1 ud drillinq) within à 2 mile
radius.

4. Location of Existing and/or Proposed Facilities
a. Existing facilities within one mile radius owned or controlled by operator:

(1) Tank Batteries: None
(2) Production Facilities: None

(3) Oil Gathering Lines: None

(4) Gas Gathering Lines: Wone

(5) Injection Lines: None

(6) Disposal Lines: None

b. New Facilities in Event of Production:
(1) New facilities: wellhead, condensate tank, production separator,

nieter house, all constructed on disturbed ground.
(2) Dimension of the facilities are shown on Exhibit III.
(3) Construction will be to strip the topsoil and level the drilling pad.

Construction methods will be employed to assure that no drainage flows
are iinpounded to preveEL the loss of any hydrocarbons from the site to
facilitate rapid clean up and recovery ai to loss.

(4) Protective measures to protect wildlife and livestock: Open p 5 wi
be flagged overhead anc



13 Point Surface - 4 -

Use Plan

4. c. Plan fol.J3.hè 9.n of i.U.'l 1 .

ong_ needed for ooerations
aftet· construction is completed:
Upon completion of well, areas required for continued use will be graded to
provide drainage and minimity cros ion. Those un as not required for con-

tinued use will be grade< to end with the surn unding topography. Topsoil
will be replaced on those are s an l seeded po ßLM specifications.

5. Location and Type of Water Supply

a. The water source has not vet been deterp ned but will be from a legal
private source.

b. Water transportation svstem: water will be hauled in trucks from an
undetermined source.

c. Water wells: None

6. Source of Construction Materials

a. Materials; Çonstruction materials will CDosi_:i_t. of soil encountered with
the boun aries of t,he Droposed site. Topsoil _Will be Stripped

to a denth o= 6 inches and stockpiles in an area thèt dDeg.11ût

interfere wi:h operations.
b. Land Ownership: The planned site and access roads lie on Federal land

administered bv the U.S. Departinent of the Interior, U.S.
BUFedU Of Land lalli ement.

c. Materials Foreign to. Si :

d. Access road shown under Lem



:3 inc surrace - 5 -

Use Pl an

7. Methods of Handling Waste Materials

a. Cuttings: 11 con ined within the I in ts of the reserve pit.

b. DrillingFluids: ill retained in the ce rve pit.

c._ o ed ount expected. The amount
of hydrocarbon that may be produced while treating will be retained in

the reserve pit. P evious to clean up oµerations the hydrocarbon

material li 1 b d or removed as the situation would dictate.

d. Sewage Suli MilL.rcusis.L.afat lea.st une chemical fnilet.

sLe ni in..iLËid11Laf!ckfilled ilpmediately

following the dri ing operations or removed to a sanitary
disposal facil i y.

G rba A bur tru t ud fenced with small mesh wire.
The r e emoved tr the area and taken to a landfill.

f. Clean Up e11 Site dr , th a face of the drill pad will be

cleaned and graded to a odate a c ion rig. The "mouse hole and

t hole" i b l i t .ry
and hazard for livestock.

Reserve pit will be feu d until t can be backfilled and

restored to natu al t in.

8. Ancillar acilitie

None



13 Point Surface - 6 -

Use Plan

9. Wëll-site Layout
(1) Well location is relatively fHit. LU...GULL i...itlinimal cuts and fills.

Any cuts and fills needed will be detennined at on-site insnartion
Surface soil will be stock piled on the_ yt th- dì. Of location, 12"
high.

(2) Location of Pits: See E<hibit IV.
(3) Rig orientation: See Exlibit lV.

(4) Pits will be unlined, unless otherwise reprigd.

10. Plans For Restoration of Surface -

a. Reserve Pit Cleanup: The pit will be fenced prior to rig release and shall
be maintained until clean up. Previous to backfill operation, any hydrocarbon
material on the pit surface will be removed. The fluids and solids contained
in the pit shall be backfilleu_ it excavaLgj_i from the site and with soil
adjacent to the reserve pit. e restored surface of the reserve pit will be
contoured to prevent impoundment of any drainage flows. The gradient of the
surface will be maintained to prevent sudden acceleration of drainage flows
which could cause contined erosion of the surface. Eollowing backfill com-
pletion, topsoil removed from the disturbed ar 1 be replaced in a uniform
layer. The reserve pit will Le seeded por BLM recuñanendation during the appro-
priate season following final restoration of the site.

. b.· Restoration Plans Pylucti.on qqyloped: lhe reserve pit will be back-

filled and restored as describad under Item a. In addition, thnw disturhed
areas not ur f taction will be graded to blend with the djl19....
topography. Topsoil will be placed on these areas and seeded. The portion'of
the drill pad required for pro.iuccion and turning areas will be graded to mini-
mize erosion and provido access to production facilities under inclement condi
tions. Following final improv ment and surfacing of that portion of new. acÑess
road, the topsoil windrowed to each side of the alignment will be placed on the
cut slopes. Eollowing depletion and abandonmen e site, restoration pro
cedures will be those that fo1low under Ïtem



Use Plan

10. c. Restoration Plans - No Production Developed:
Of course, the reserve pit will be restored as described above. With no

production developed, the entire surface disturbed by construction of the
drilling pad will be restored to its natural terrain and reseeded per BLM

requirements.

11. Other Information
a. Surface Description: Semi arid, qrassy land, flat land.

b. Other Surface Use Activities: Grazing

c. Proximity of Water, Dwelling, Historical Sites:

Townsite of Paria (ghosttown) 4 miles to the



(8)

Operator's Representative

Field Personnel who can be contacted concerning compliance of this Surface
Use Plan are as follows:

Rocky Mountain Exploration Company Thomas E. Wolter & Assoc., Inc.
Ste. 420, 115 South Main Street Ste. 211, 70 E. South Temple
Salt Lake City, UT 84111 Salt Lake City, UT 84111
ATTN· MR. DAVIDALLIN ATTN: MR. THOMASE. WOLTER
(8013 355-2380 (Office) (801) 531-0632 (Office)
(801) 943-4126 (Home) (801) 363-1462 (Home)

13. Certification

I hereby certify that I, or persons under my direct supervision, have in-

spected the proposed drill site and access route; that I am familiar with
the conditions as they actually exist; that the statements made in this
plan are, to the best of my knowledge, true and correct; and that the pro-

posed work performed by Rocky Fountain Exploration Company, and its contractors
and sub-contractors will conform to this plan.

Date: June 2, 1982

DAVIDALLIN
Vice President/Exploration
Rocky Mountain Exploration
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Fom 9-8810
SUBMIT IN TRIPLICATE* Foran a proved.

' (May 1963) (Other instr ina on Budget ureau 0. 42-R1425.

LITED STATES r•ver.•œ>

, DEPARTMENT OF THE INTERIOR a. f,
"GEOLOGICAL SURVEY U-0‡0346s0PERATIONS

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK Û. IF INDIAN. TEIBM NAME

18.TTPROFWORK

DRILL DEEPEblO PLUGBACKO
b. TTPEOFWELL - I ANF PITY.HTAH

°w'.'... O °w^.'er. O own..
"JNNE SOUNLTH LE 8. ran on Lzass -

2. NAME Or OPEBATOR Federal
Rocky Mountain Exploration company 9. WELI. NO.

8. Anossas or orzaarom 1-34 kweeg
115 South Main Street, Suite 420 io. ,,.LD AND POOL, 04 WILDCAT

4. LOCAUT ONœOF EL Or lo a41on clearly and in accordance with any State requirements.*) Wildcat

Section 34 T41S R2W, Kane County, Utah-2000' FEL &
11. ..e,.,.. .).n.s..

At proposed prod. zone 2000' FSL. Sec. 34 T41S R2W
same

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OB PARISH 13. BTATE

341 miles east of Kanab, Utah Kane County Utah
10. DISTANCE PROM PROPOSED• 16, NO. OF ACBES IN LEABE 17. No. OF ACRES AsslaNED

LOCATION TO NEAREST TO THIS WELL

PROPERTT OR I.EASE I,IN•· " 2000' '62^ 40 acres
(Also to nearest drlg. unit line, if any) i a U àCreS

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTu 20. notAar on canLE TooLa

- "E O O B I
NO CO PLETED' N/A 4,750' Rotary

21. El VATIONa (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5355' ground level July 1,1982
23 PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE SIza OP CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

24" 16" .5" W.T. 50' Cement to surface
124" 9-5/8" 36#/ft. 950' Cement to surface

8-3/4" 51" 17#/ft. 4750' To be determined

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. It proposal is to drill or deepen directionally, give pertinent data on subsurface locations and xneasured and true vertical depths. Give blowout

SIGN D sa TITLE Vice ŸreS./Exploration ,,,,
6-3-82

(Thlispace for Federal or State ofEce use)

PERMITN
4PPROVil DATF

FOR E. W. GUVNN
APPROVED BT TITLE DATE

CONDITIONS OF APPROVAL, IV ANT:
I Dit & GASSUPERVISQR

e,DiTIONSOF APFROVAL A TTACHOD
TO OPERATOR'S COPY FLAAINGOR VENTINGOFNOTICEOF APPROVAL *see Instasetion,on Reve,seSide GAS IS $DUBÆCT TO
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Id¾tification No. 572-Ñ2-

United States Department of the Interior
Minerals Management Service

2000 Administration Building
1745 West 1700 South

Salt Lake City, Utah 84104-3884

NEPA CATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Operator Ÿ«¾j Mooeru3 Emoexnom dowsov
Project Type Ûl Ì ÑEU

Project LocationSEC- 39 74) 5 22.¾

Well No. \-BR Lease No. L)-40)Ÿ Le
Date Project Submitted 64 i

FIELD INSPECTION Date 7-14-8 7--

FieTd Inspection
Participants EbitGC SuuACHAV- SM $

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, there e, s not represent an exc on to the tLegor-itcal ex sions.

Date Prepared E Tro ental Scientist

I concur

AU61 6 1982
'°" oËsìe QAS SUPERVISOR

Date District



CATEGORICALEXCLUSIONREVIEW INFORMATIONSOURCE

Local and
Federal/State Agency private Other

Corre- Phone corre- studies Onsite
Criteria spondence check Meeting spondence Previous and Staff inspection

516 DM 2.3.A (date) (date) (date) (date) NEPA reports expertise (date) Other

Public health
and safety to

Unique charac-
teristics /r

Environmentally
controversial

Uncertain and
unknown risks

Establishes 2-
precedents

. Cumulatively
significant

. National Register (8-iog2
historic places

. Endangered/ 9 (8·Kw81)
threatened species

. Violate Federal,
State, local ,

L

tribal



$

CATEGORICALEXCLUSIONREVIEW COMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

S. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement

affach thic †noach







United StatesDepartment of the Interior 31
EPOLY REFER TO

BUREAU OF LAND MANAGEMENT

Kanab Resource Area
320 North First East

Box 459, Kanab, Utah 84741
(E01) 644-2672

August 3, 1982 o, Egg

Minerals Management Service me
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84184

Dear Mr. Guinn:

This letter is in response to the onsite conference held on 7/14/82 for the Rocky
Mountain Exploration ADP in Sec. 34, T41S, R2W, SLB&M. Present were BLMGeologist
Pete Kilbourne; George Diwachak MMs; David Allin of Rocky Mountain Exploration and
contractor Lincoln Lyman.

Although it was found that the site had no serious development or reclamation problems,
the BLMfeels that the following stipulations should be adhered to as agreed by those
present at the conference:

Vl) Regrading of the existing dirt access road (Old Paria Road) should not exceed
18 feet.

J2) The reserve pit will be dug into the hillside on the uphill side of the pad.

3) Trash will be hauled off site to an appropriate sanitary facility.

4) The pad size should not exceed 200 feet by 300 feet.

5) After replacement of topsoil on the site, 12 lbs. per acre Nordan crested wheat
grass (agcr) seed will be broadcast and raked in during the fall ofD98 Alter-
nately 6 lbs. per acre will be drilled. The seeded area will be fenced.N . y 7

6) The sharp bend in the Old Paria road in the NW¾Sec. 4, T43S, R2Wshould be pro-
tected from erosion by the application of rip rap at the heads of the small
arroyos below the road. Rip rap may be removed from the Shinarump community pit
at $.15 per yard for this purpose.

7) Range gates may be left open except for the main gate off highway 89, provided
that work is completed by October 30, 1982. If later work is done gates must be
kept



8) Regarding the sanitary facilities, if workers are going to live on site a septic
tank will be required. If workers will be living in town then a portable facility
would be acceptable. In this case the waste could either be hauled to the Kanab
Sewer Lagoons or buried on site if soil characteristics are appropriate.

A copy of the Kane County Health Department regulations for work camps is included to
answer any questions on waste disposal and water requirements.

An application to install a septic tank has been forwarded to Rocky Mountain Explora-
tion.

Sinc ely

Rex Rowley
Kanab Area



** FILE NOTATIONS**

OATE: n /A) RL

EL

Location: S T. S R. County: (1) Ê

F¿te PrepaA.ed Entexed on H.I.D:

Cax.d Indexed: Complet¿on Sheet:

API Number 43 - Õ&

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide: pf A Â~S

APPROVALLETTER:

Bond Requixed: SuA.vey Plat RequiAed:

Ondex Ho . 0 . K. Ruf e C- 3

Rule C-3 (e) , TopogAaph¿c Exc.ept¿on - company owns on contAofs a.ckea.ge
Lth¿n a 660' rad¿œs og pAoposed á¿te

Lea.se Designa.t¿on Plotted on Map

AppAoval Lettet 8/A¿tten

Hot Line P.I



June 16, 1982

Rocky Mountain Exploration Company
115 South Main Street, Suite 420
Salt Lake City, Utah 84111

RE: Well No. Kaibab #1-34
Sec. 34, T41S, R2W
Kane County

Insofar as this office is conerned, approval to drill the atsove
referred to oil well is hereby granted in accordance with Rule C-3,
General Rules and Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and bandon
this well, you are hereby requested to immediately notify the following:

CLEONB. FEIGHT
Office: 533-5771
Home: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence and that the drilling contractor and
rig number be identified.

The API number assigned to this well is 43-025-30019.

CHIEF PETROLEUMENGINEER

RJF:SC
cc: Minerals Management Service



STATEOF UTAH scottM. Matheson, Govemor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight. Division Director

4241 State Office Building • Salt Lake City, UT84114 - 301-533-5771

March 16, 1983

Rocky Mountain Exploration Company
115 South Main Street Suite 420
Salt Lake City, Utah Ñ111

Re: Well No. Kaibab # 1-34
Sec. 34, T. 41S, R. 2W.
Kane County, Utah

Gentlemen:

In reference to the above mentioned well, considerable time has gone by since
approval was obtained from this office.

'Ihis office has not received any notification of spudding. If you do not
intend to drill this well, please not:ify this Division. If spudding or any other
activity has taken place, please send necessary forms. If you plan to drill this
location at a later date, please notify as such.

We will be happy to acknowledge receipt of your response to this notice if you
will include an extra copy of the transmittal letter with a place for our
signature, and a self addressed envelope for the return. Such acknowledgement
should avoid unnecessary mailing of a firm second notice from our agency.

Your prompt attention to the above will be greatly appreciated.

Respectfully,

DIVISION OF OIL, GAS ANDMINIE

Cari Furse
Well Records Specialist

CF/cf

Board|Charles R Henderson. Chairrnc n • John L. Bell • E. Steele McIntyre • Edword T Beck
Robert R. Norman · Margaret R. Bird • Herm Olsen

on eod ocportunity emolcy • Deose recyce



ROCKY MOUNTAIN EXPLORATION COMPANY
420 PRUDENTIAL FEDERAL SAVINGS BLDG.

115 SOUTH MAIN

SALT TAJKE CITY, UTAH 84111

(801) 855-2380

March 18, 1983

State of Utah
Natural Resources & Energy
Oil, Gas & Mining
4241 State Office Bldg.
Salt Lake City, UT 84114

RE: Well No. Kaibab #1-34
Sec. 34, T 41S,R 2W
Kane County, Utah

Gentlemen:

We plan to drill the above referenced location at a later date
due to funding delays. We hope to begin this operation in July of
this year and will be filing the required documents in your office
at spud.

Sincerely yours,

ROCKY MOUNTAIN EXPLORATION COMPANY

David L. Allin
Vice President, Exploration

DLA/jo

DIVISION



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES Temple A. Reynolds, Executive Director

Oil, Gas & Mining Dr. G. A. (Jim) Shirazi, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

December 27, 1983

Rocky Mountain Exploration Co.
115 South Main Street Suite 420
Salt Lalte City UT 84111

RE: Well No. Kaibab #1-34
API #43-025-30019
2000' FSL, 2000' FEL W SE
Sec. 34, T. 41S, R. 2W
Kane County, Utah

Gentlemen:

Due to excessive time delay in commencing drilling operations , approval to
drill the subject well is bereby rescinded effective one calendar month from the
date of this notice.

A new Application for Permit to Drill must be filed with this office for
approval, prior to future drilling of the subject location.

Respectfully,

Norman C. Stout
Mwinistrative Assistant

NCS/cj

an equal opportunity employer · please recycle
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(li-922)
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DMSIONOF
OL GAS&MINING

$13924 1984

Rocky Mountain Exploration Company
115 South Main Street, Sutte 420 " t
Salt Lake City, Utah 84111

Re: Resetnd Application for Penait to
Drill ,

WeR No. 1-34 -

Section 34, T. 41 S., R. 2&.
Kane County, Utaß
Lease U-40146

Gentlemen:

The Application for Permit to Drill the referenced well was approved on
September 3, 1982. Since that date no known activity has transpired at
the approved location. Under current policy, applications for panait to
orill are effective for a period of one year. In view of the foregoing
this office is rescinding the approval of the referenced application
without prejudice. If you intent to drill at this location at a future
date, a new application for pensit to drill must be submitted.

This offica requires a letter confinning that no surface disturbance has
been nade for this drill site. Any surface disturbance associated with
the approved location of the well will be rehabilitated. A schedule for
this rehabilitation must than be subnitted to this office. Your cooper-
ation in this 7.atter is appreciated.

Sincerely,

G. SGD.) E. W. GUYN

E. W. Guynn
Chief, Branch of Fluid Minerals

bcc: Well File
BLM-CC/DO

State BLM - 942
APD Control



STATEOF UTAH Scott M. Matheson, Governor
'

pg NATURALRESOURCES Temple A. Reynolds, Executive D ector

V Oil. Gas & Mining Dianne R. Nielson, Ph.D., Division D estor

4241 State Office Building • Salt Lake City. UT84114 · 801-533-5771

March 8, 1984

Rocky Mountain Exploration Company
115 South Main Stree, Suite 420
Salt Lake City, Utah 84111

RE: Rescind Application for Permit to Drill
Well No. Kaibab Fed. 1-34
Sec. 34, T. 41S, R. 2W
Kane County, Utah

Gentlemen:

Approval of Application for Permit to Drill the above referenced
well is rescinded without prejudice as of the above date in concert
with action taken by Branch of Fluid Minerals.

If you intend to drill this location at a future date, a new
application for permit to drill may be submitted for State approval.

Sincerely,

irth
Chief etroleum Engineer

RJF/as

O e]- Cocortum, e ovem p ease recycle
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